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MFC20572
AC  A x i a l  Fa n

Size 205 x 205 x 72 mm

Voltage 110V / 220V AC, 50/60Hz

Motor Capacitor (Squirrel Cage)

Frame Aluminum Die-Cast

Impeller PBT + 30% Fiber Glass. UL94V-0

Bearing Ball Bearing / Sleeve Bearing

Operating Temp. Ball Bearing: Within -20 ~ 80°C / Sleeve Bearing: Within -10 ~ 60°C

Life Expectancy Ball Bearing: 50,000 hours at 60°C / Sleeve Bearing: 30,000 hours

at 40°C

Airflow 550~600 CFM Speed 2900~3000 RPM Noise 70~75 dB(A)

Part No. Voltage (V) Freq (Hz) Current (A) Power (W)
Speed
(RPM)

Airflow
(CFM)

Pressure
(mmH₂O)

Noise (dB-A) Weight (g)

MFC20572A1HBAT 110/120 50/60 0.88/0.56 68/97 2900/3000 550/600 16.5/17.3 70/75 2180

MFC20572A2HBAT 220/240 50/60 0.44/0.28 70/97 2900/3000 550/600 16.5/17.3 70/75 2180

Specifications subject to change without notice. Specifications governed by the official approval sheet

DIMENSIONS (mm) P-Q CURVE

205 x 205 x 72 mm
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