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MFD9238D

SPECIFICATIONS

Size 92 x 92 x 38 mm

Voltage 12V / 24V / 48V DC

Motor Brushless DC

Frame plastic PBT UL94V-0

Impeller plastic PBT UL94V-0

Bearing Type Ball Bearing / Sleeve Bearing

Operating Temperature Ball Bearing: -10 ~ 70°C / Sleeve Bearing: 0 ~ 60°C

Life Expectancy Ball Bearing: 50,000 hours at 25°C / Sleeve Bearing: 30,000 hours at
25°C

PART NUMBER & PERFORMANCE

Model Rated Voltage (V Operating Voltag Rated Current (A Input Power (W) Speed (RPM) Max. Airflow (CF Max. Pressure (m Noise (dB-A)

MFD9238DD1-L 12 7.0 ~ 13.5 1 12 4500 81.47 11.56 50.1

MFD9238DD1-M 12 7.0 ~ 13.5 1.2 14.4 5000 91.53 14.01 53.9

MFD9238DD1-ML 12 7.0 ~ 13.5 1.4 16.8 5500 100.41 17.04 55.5

MFD9238DD1-H 12 7.0 ~ 13.5 1.6 19.2 6000 109.87 19.92 57.9

MFD9238DD1-HH 12 7.0 ~ 13.5 1.8 21.6 6500 118.99 23.24 60.3

MFD9238DD1-VH 12 7.0 ~ 13.5 2 24 7000 129.16 27.3 62.1

MFD9238DD1-HV 12 7.0 ~ 13.5 2.2 26.4 7500 136.6 30.68 63.3

MFD9238DD2-L 24 18 ~ 26.5 0.5 12 4500 81.47 11.56 50.1

MFD9238DD2-M 24 18 ~ 26.5 0.6 14.4 5000 91.53 14.01 53.9

MFD9238DD2-ML 24 18 ~ 26.5 0.7 16.8 5500 100.41 17.04 55.5

MFD9238DD2-H 24 18 ~ 26.5 0.8 19.2 6000 109.87 19.92 57.9

MFD9238DD2-HH 24 18 ~ 26.5 0.9 21.6 6500 118.99 23.24 60.3

MFD9238DD2-VH 24 18 ~ 26.5 1 24 7000 129.16 27.3 62.1

MFD9238DD2-HV` 24 18 ~ 26.5 1.1 26.4 7500 136.6 30.68 63.3

DIMENSIONS P-Q CURVE
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